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Information Sheet on Hanging Options 

1. Definition of Hanging Options 

 

A distinction is made between "fixed hanging options" and "new hanging options": 

 

• Fixed hanging options are permanently installed fastening options on the hall ceiling (e.g., 

O-ring, ring screw, shackle, beam structure, or mounting plate). 

 

These are represented in the stand sketch as follows:  

 

• New hanging options are constructions outside the grid of fixed hanging options, allowing 

flexible mounting using trusses or rods. 

 

 

In the attached stand sketch, measure and mark the desired hanging options from the edge of the 

stand. Also, specify the desired height of the transfer point from the floor: 

1. Calculate the total weight that will hang from each hanging option (including the weight of 

connecting elements, motor chain hoist, manual chain hoist, lighting, etc.). 

 

2. Based on the total weight, determine the number and position of the hanging options in the 

site sketch. 

3.  

Fixed hanging options are marked in the stand sketches (symbol:    ) 

 

Fixed hanging options are available in the St.Galler Kantonalbank Hall, and Halls 2, 3, and 9. 

There are no fixed hanging options available in Hall 7. 

Please note that due to technical installations on the hall ceilings, not all planned hanging options may 
be used. Therefore, the exact position of a hanging option cannot be guaranteed.. 
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2. Maximum load 

 

Note: An angled pull is not permitted. 

 

  

• Fixed Hanging Option: 
In all halls, for hanging options directly attached to the hall ceiling (e.g., O-ring, ring screw, 
shackle, or Doughty), the maximum vertical load per hanging option is 200 kg. 
 

• New Hanging Option: 
For a construction with steel cable and Reutlinger slider, the maximum vertical load per 
hanging option is 90 kg. 

 

3. Transfer Points 

 

• Transfer Points without Cable (fixed hanging option with hoists): 

For use with motors or chain hoists, suitable connections are provided (e.g., O-ring, ring 

screw, shackle, beam structure, or mounting plate). 

 

• Transfer Points with Cable (new hanging option, direct attachment): 

The transfer point is established using a steel cable and Reutlinger slider. 
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4. Connecting elements 

 Permitted Connecting Elements  Not Permitted Connecting Elements 

 Shackle  Carabiner hook 

 Round slings 

 These must additionally be secured with a steel 

cable. 

 Textile ropes 

 

 

 

 

 

 Round slings Steelflex 

Must have a steel cable core 

 

 

 

  
Thimble and ferrule  Rope clips 

 Closed hooks  Open hooks 

 Short-link chains  Long-link chains 
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5.  Initial Situation, Safety Regulations, and Technical Guidelines 

Exhibitors are allowed to secure their construction from the transfer point onward. They must comply 

with the relevant guidelines of EKAS and DGUV. In particular, we refer to the DGUV information 

brochure 215-313 "Safety in Productions and Events" / "Loads Over People" and the industry 

standards of igvw (SQ Q2, SQ P1, SQ P2) and the SUVA Factsheet 33006.d. For these tasks, the 

client must appoint a qualified expert in event rigging, certified by igvw – SQ Q2 with at least Level 2 

qualification. Suspensions are only permitted within the stand area and must be executed vertically. 

Since suspensions cannot be implemented at every position in the halls, and the maximum possible 

transfer heights vary, each stand must be individually inspected. The suspension height must comply 

with the design guidelines of the respective exhibition. 

 
 
 

6. Contact for Questions 

If you have any questions or need further information, please contact your designated exhibition or 
event team. 


